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2. NAME OF OPERATOR

BELCO DEVELOPMENT CORPORATION o. war.r. no• 2
8. ADDREBB OF OPERATOB

P.O. BOX X, VERNAL UTAH 84018 to. r ax0SL c

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•)
At surface

, 1450' TEL 947' FSL SW/SE 11. .,s.,s. x oan
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21. mgVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORE WILL START*

4986' NGL JULY 20, 7984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE siza 07 CASING WEIGHT PER FOOT BETTING DEPTH DANTITT OF CEMENT

17 1/2" -13 3/8" $4.5# K-55 200' 200 sx "G" cement
7 7/8" 4 1/2" 11.6# K-55 +6735' Min 900 sx 50-50 poz-mix
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preventer pr if any.
24.
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DRILLING PROGRAM

WELL NAME CHAPITA WELLS UNIT 242-22

LOCATION 1450' FEL & 917' FSL SW/SE

SEC 22, T9S, R22E, UINTAH COUNTY

1. SURFACE FORMATION AND ESTIMATED FORMATION TOPS

Surface Uinta formation of the upper Eocene Age
1402-4720' Green River formation, est top 1402'
4722-TD Wasatch formation, est top 4722'

2. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS

It is not anticipated that any fresh water will be encountered during the
drilling of this well, but if encountered,,will be properly protected.

It is anticipated that we will encounter gas in the Wasatch zone.

3. PRESSURE CONTROL EQUIPMENT

A 10", 3000 psi, hydraulic doublegate BOP or equivalent consistant with

API RP-53. A pressure test to 1000 psi will be made prior to drilling
the surfade plug. BOP controls will be installed and will remain in use

until the well is completed or abandoned. Preventers will be inspected
and operated daily to insure good mechanical working order, inspection
will be reported on the daily report. The BLM District Office will be
notified prior to pressure testing so a representative can be on location.

4. CASING PROGRAM AND AUXILIARY EQUIPMENT

13 3/8", 54.5# casîng will be set at +200' and cemented w/200 sx "G" cmt.
A 1/2", 11.6# casing will be set at TD (+ 67359 and cemented w/50-50 poz-

mix. Actual cement volume will be determined from the
caliper log.

The BLM office will be notified prior to running and cementing the casing

string to allow a representative to be on location if so desired. Auxil-

- iery equipment to be used will be a 2", 2000 psi choke manifold and kill

line, stabbing valve, kelly cock and visual mud monitoring.

5. MUD PROGRAMAND CIRCULATING MEDIUM

Fresh water w/sodium bichromate for corrosion contral will be used to

drill to about 2200', from there to TD we plan to drill with a water based

gel chemical mud weighted to 9.2 ppg as required for control.

6. CORING, LOGGING AND TESTING PROGRAM

There is no coring or DST planned for this well, but; all productive zones -

will be tested ds to their commercial potential. Logging will consist of

DLL, GR w/cal from surface csg to TD and FDC, CNL, GR w/cal from 3000' to TD.

7. ABNORMALCONDITIONS AND POTENTIAL HAZARDS

We do not anticipated encountering any abnormal hazards such as high pressure

or gases during the drilling of this well.

8. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS

- We plan to begin drilling this well about July 20, 1984.

Drilling operations will be complete about 2 weeks after they



13 POINT SURFACE USE PLAN

WELL NAME: CHAPITA WELLS UNIT 242-22

LOCATION: 1450' ITL & 917' FSL, SW/SE
SECTION 22, T9S, R22E
UINTAH COUNTY, UTAH

1. EXISTING ROADS

The proposed wellsite is located approximately 18 miles south east
of OuraX, Utah. Refer to the attached Topo Maps for directions to the
wolleiters Access to the proposed wellsite will be over existing State
any county roads and Belco's planned access road. Traveling will be
restricted to these roads only. See attached Topo Map "B" for all
roada within this vicinity. Roads will be maintained and repaired as
necessary.

2. See attached Topo Map "B" for details of the access road. The access
road will be a minimum 18' crown road with ditches-along either side
where sit s determined necessary to handle runoff. Maximum disturbed
area will not exceed 30'. There will be no need for turnouts so the
disturbed area can be kept to a minimum. Maximum grade of this access
rdad wik1 not exceed 3%. ·No fences will be crossed, therefore no
cattle guards will be needed. Surfacîng materials will be of native
borrow from-the cut area. No other construction materials are antic-

icipated at :this time. Construction and maintanence of the access road
will be in accordance with the surface use standards as set forth in
the booklet "Surface Operating Standards for Oil and Gas Exploration
and Development".

3. LOCATION OF EXISTING WELLS

See the attached area well map for locations of all wells in this .

vicinity.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

Existing production facilities within one mile of the proposed well are
the tank batteries and production equipment for the surrounding wells
as shown on the area well map.

The attached diagram "A" shows the proposed production facilities to
be utilized should this well produce gas. All production equipment
canuai and controlled by Belco will be kept on the location pad. All
permanent structures constructed or installed will be painted a flat
nonereflective earthtone color to match the standard environmental
colors as selected for this area by the BLM. All facilities will be
paintedvithin 6 months of when they are put in place. All construction
materials will be of the native borrow or cut exposed on the site and
will be consistent with standards as set forth by the BLM. The reserve
pît will be fully lined as specified to prevent seepage. A wire mesh
fence topped with a least one strand of barbed wire will be



13 POINT SURFACE -USE PLAN 2

andemainitained sin good order around the disposal pit during the drilling
and compleition of the well. Guard rails will be constructed around
the wellhead to prevent access to any livestock or wildlife in the area.
The meter run will be 500' from the wellhead and anchored securely downstream.
The flovline will be buried from the wellhead to the meter.
Ertor to any construction work being done, the dirt contractor will be
furnished xîth an approved copy of the Surface Use Plan and any addit-
imial stipulations requested. The surface management office will be
notified 24 hours prior to beginning any surface work. A cultural
resource clearance has been requested and a copy will be provided when
clearance is received. Should anything of significant value be turned
up during the-construction of this wellsite, notification will be given
to the proper authorities and all work will be stopped until clearance
is given.

5. LOCATION AND TYPE OF WATER SUPPLY

. Water £or the drilling and completion of this well will be obtained
from the Whita River at a point near the Mountain Fuel Bridge in Section
11; T98, R22E, of Uintah County, Utah. An Application to Appropriate

ater has been submitted to the State of Utah for the diversion of
this water, a permit for use of this water will be obtained from the
Ute Tribe prior to starting drilling operations. Hater will be hauled
by truck over existing county roads and Belco's planned access road.
Noenew roads will be needed for this purpose. No pipelines will be
needed; nor water wells will be drilled. No produced water is anticipated.

6. SOURCE OF CONSTRUCTION MATERIALS

ALL construction materials for this location and access road will be
of native borrow and soil accumulated during the construction of the
location. No additional material are anticipated at this time.

7. METHODS OF HANDLING WASTE DISPOSAL

Drit1 cuttings, drilling fluids, salts, chemicals and produced fluids
will 3Na disposed of in the reserve pit on the location pad. This reserve .

pit will be fully lined and upon completion of the drilling activities
will be fenced on the open side to protect all domestic animals and wild-

Life. This pit will be utilized during the completion phase of the well
fortstorage of produced fluids. A portable toilet will be provided for
hemma wasta during the drilling phase of the well. Garbage and other
waste materials will be contained in a wire mesh cage and disposed of in

' an approvedsagte disposal facility. After the drilling rig moves off the
site, all remaining trash and garbage will be collected and hauled away
by truck.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for this well.

9. WELLSITE LAYOUT

The attached Location Layout sheet shows the cross section of the pad with

details of cuts and fills. Location of the reserve pit and pipe racks

are also shown. 4" of topsoil will be stockpiled between stakes #1 &
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10. PLANS FOR SURFACE RESTORATION

Should this well produce gas as anticipated, the portion of the site

not needed for production activities will be restored to its natural

contouri The location and surrounding area will be cleared of all de-

bris and the trash will be hauled to the nearest landfill. The reserve

pit will be allowed to dry. The location pad will be retained until

abandonment toaallow for any required workovers or stimulation procedures.

The BLM will be notified 48 hours prior to starting any rehabilitation

work involving earth moving equipment. Upon abandonment or if a dry

hole, alledisturbed areas will be recontoured to their natural grade

and any drainages rerouted during the building of the location will be

restored to as near as possible their original line of flow. The stock-

piled soil will be evenly distributed over the entire area. The BLM will

be consulted prior th reseeding the area for an approved seed mixture.

All distrabed areas, including the access road, will be scarified and left

with a rough surface. The seed will be broadcast or drilled at a time

specified by the BLM.

11. OTHER INFORMATION

A cultural resource clearance has been done and a copy will be provided.

Should anything of significant value be turned up during the construction

of this we11site, notification will be given the proper authorities and

work will cease until clearance is given. The surrounding area is re-

latively flat with a few stabilized sand dunes. The soil is light brown

sandy.clay with approximately 4 to 6" of top soil. There is little veg-

etation in the area, mostly native grasses and sagebrush. The only wild

life apparant is small reptiles, rodents, and birds. All land concerned

with this project is controlled by the Bureau of Land Management. Livestock

Brazing:and2mineral exploration are the only known surface use activities.

There areino occupied dwellings in the area, the White River runs to the

west of the drillsite.

12. LESSEE REPRESENTATIVE

Beleo Development Corporation's representative for this operation will be

Mr. 3 C. Ball, District Engineer, P.O. Box I, Vernal, Utah, 84078.

Telephone contact number is 801-789-0790.

13. CERTIFICATION

I hereby certify that I, or persons under by direct supervision, have in-

spected the proposed drill site and access route, that I am familiar with

the conditions which currently exist, that the statements made in this

plan Are; to the best of my knowledge, true and correct; and, that the

work associated with the operations proposed herein will be performed by

Belto, it's contractors and subcontractors in conformity with this plan

and the terms under which it is approved.

/ / J. C. Ball
District



DIAGRAM B
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DIAGRAM "A"
BELCO DEVELOPMENT CORPORATION
PRODUCTION FACILITIES SCHEMATIC FOR GAS HOOK-UP

WELL NAME dwµ Jy'.2 -Ja

WELLHEAD

TEMPORARY PIT
TANK

-I

GAS UNIT

METER RUN

-160



cm·· C<--exx

BE
pes No

35-15 23 C.W. LÇO C. 5 I



.

'
, sso

si.asy.ss BELC.O DEVELOPMEMT ORP.
STA. Ok - E ---

E/.498284
. 8 Û.HA P\TA WELLS MIT *242.-22

C. -4 E $STs 45 - 2

50' SO'

E,×rsrius
Fuet /: / 5 LOPE.

lFREL (TV R')er= L
STA. o -e-co

aos 21 8
- b

-

EI. 30'
49& 9

_g , Los riou

. 981

STAAC

IIII li
a. O

av e va.v.s
à

LOCATioM
GRADE

STA. 4 25
to

9

tL LITHOLody

BTA.4+£5 ' 9,"•
- de mas. ..

Amat
F-4--

21.417 2..-79' E1.4982.19' (g
- Jok p- i

' Laoty Suena Cu. YARD 44.L -



. gr 5-- -

BELCO DEVELOPMENT CORP.

RP TR / 5 L T 242-22

SCALE 4MI.

VA ION

o

-

1:aWWW W EØ&&su¾¾¾Ð WWMov ¥&iMM



5038

5040

509

33 5 6

5/7/

5/97
,

213

Gas W

hg St on

63°" 4 2 1
. 9,47

es e A.S F ELD / p



' BELCO DEVELOPMENT CORP.

Î.

\ CM P IP OPOW i..L SL 242-22.

Ì0PO. - MAP "B"

RECSVED
"" o 5 1984

DIVISION OF OIL
GAS & MINING ,

o.,
S'CALE I' = 2000

wel 11 RQADCLASSIFICATION
Light duty road, all weather, Un1mprovedroad fair or dry

pf0ved surface , weather

+"6

.
QUADRANGLE LOCATION

BM

15 1

LL 5

20 2y*cas



OPERATOR Co DATE 2 F-V

WELLNAME /2- A

SEC &USE a T fa R 2Af COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

I * I \
PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: /A-3 c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL
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May 29, 1984

2elco Developont Corporation
P. O. Box X
Vernal, Utah 84078

i€: Well Ib. 01apita Wells Unit 242-22
SWSESec. 22, T. 9S, R. 22E
917' FSL, 1450' FEL
Uintah County, Utah

Gentlernen:

Approval to drill the above referenced gas well is hereby granted in
accordance with Section 404-18, Utah Code Annotated, as amended 1983; and
predicated on Bule A-3, General Rules and Regµlations and Ibles of Practice
atxi Procedure, sub ject to the following stipulations:

1. Special attention is directed to compliance with the Order for Cause
No. 190-5 dated January 27, 1983, which prescribes drilling
proceoures for oil shale designated areas.

In addition, the followine actions are necessary to fully comply with this
approval:

1. Spuddirg notification to the Division within 24 hours after drillire
oper ations commence.

2. Submittal to the Division of coupleted Form CCC-·ß-X,Report of Water
Encountered Durirg Drillirg.

3. Prompt notification to the Division should you determine that it is
necessary to play and abandon this all. Notify 2. J. Firth,
Associate Director, Tele one (801) 533-5771 (Office), 571-(>068
(Home).

4. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
£or an extension is made prior to the approval expiration date,

The API rmber assigned to this well is 43-()47-31484.

Sincerely,

R. . Firth
Associate Director, Oil & Gas

RJF/as
cc: Branch of Fluid Minerals
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Belco Development Corporation Well No. 242-22

Location Sec. 22 T 93 R 22E Lease No. U-0284A

' Onsite Inspection Date 5-14-84

All lease and/or unit operations will be conducted in such a manner that

full compliance is made with applicable laws, regulations (43 CFR 3100),

Onshore Oil and Gas Order No. 1, and the approved plan of operations. The

operator is fully responsible for the actions of his subcontractors. A copy

of these conditions will be furnished the field representative to insure

compliance.

A. DRILLING PROGRAM

1. All fresh water and prospectively valuable minerals (as described

by BLM at onsite) encountered during drilling, will be recorded by

depth and adequately protected. All oil and gas shows will be

tested to determine commercial potential.

2. Mahogany oil shale, which may be encountered at +2,400 feet, will

be isolated from all fresh water zones, which may be encountered a

from +3,000 feet to 4,700 feet, which in turn will be isolated from

all possible productive oil and gas zones.

3. Pressure Control Equipment

The 3,000 psi bag-type preventer will be used in the BOP stack in

conjunction with the hydraulic double-gate preventers.

The 3,000 psi double-gate BOP will be pressure tested to a minimum

pressure of 1,900 psi. The 3,000 psi bag-type BOP will be pressure

tested to a minimum pressure of 1,000 psi.

BOP systems will be consistent with API RP 53. Pressure tests will'

be conducted before drilling out from under all casing strings '

which are set and cemented in place. Blowout preventer controls

will be installed prior to drilling the surface casing plug and

will remain in use until the well is completed or abandoned. Pre-

venters will be inspected and operated at least daily to ensure

good mechanical working order, and this inspection recorded on the

daily drilling report. Preventers will be pressure tested before

drilling casing cement plugs.

The District Office should be notifed, with sufficient lead time,

in order to have a BLM representative on location during pressure



4. Casing Program and Auxiliary Equipment

Anticipated cement tops will be reported as to depth, not the ex-

pected number of sacks of cement to be used. The District Office
should be notified, with sufficient lead time, in order to have a
BLM representative on location while running all casing strings and
cementing.

5. Mud Program and Circulating Medium

No sodium bichromate will be used in the mud system while drilling
and setting surface pipe. If sodium bichromate is used in the mud
system after that, the mud pits will be lined with a heavy plastic
liner prior to the addition of sodium bichromate to the mud sys-

tem. Nithin 72 hours of running and cementing in the long string,
the pits will be emptied and dumped into a toxic waste area.

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protec-

tion of fresh water aquifers.

6. Coring, Logging and Testing Program

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with

' \ 43 CFR 3164. Two copies of all logs, core descriptions, core anal-

yses, well-test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the drill-

ing, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

7. No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the AO

will be obtained and notification given before resumption of opera-

tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will

be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report a

will be filed, in duplicate, to the Vernal BLM District Office, 174,
South 500 East, Vernal, Utah 84078.



Immediate Report: Spills, blowouts, fires, leaks, accidents, or

any other unusual occurrences shall be promptly reported in accord-

ance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a

"Sundry Notice" (Form 3160-5) to that effect will be filed, for

prior approval of the AO, and all conditions of this approved plan

are applicable during all operations conducted with the replacement

rig.

Should the well be successfully completed for production, the AC

will be notified when the well is placed in a producting status.

Such notification will be sent by telegram or other written commun-

ication, not later than 5 days following the date on which the well

is placed on production.

Pursuant to NTL-2B, with the approval of the District Engineer,

produced water may be temporarily disposed of into unlined pits 'for

a period of up to 90 days. During the period so authorized, an

application for approval of the permanent disposal method, along'

with the required water analysis and other information, must be ,

submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/

flare gas during initial well evaluation tests, not exceeding a

period of 30 days or the production of 50 MMCFof gas, whichever

occura first. An application must be filed with the District En-

gineer and approval received, for any venting/flaring of gas beyond

the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,

3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-

trict Office within 30 days of installation or first production,

whichever occurs first. All site security regulations as specified

in 43 CFR 3162.7 shall be adhered to. All product lines entering

and leaving hydrocarbon storage tanks will be effectively sealed in

accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days

after receipt of the first production notice.

No well abandonment operations will be commenced without the prior

approval of the AO. In the case of newly drilled dry holes or

failures, and in emergency situations, oral approval will be ob-

tained from the SO. A "Subsequent Report of Abandonment" Form

3160-5, will be filed with the AO within 30 days following comple-

tion of the well for abandonment. This report will indicate where

plugs were placed and the current status of surface restoration.

Final abandonment will not be approved until the surface reclama-

tion work required by the approved APD or approved abandonment

notice has been completed to the satisfaction of the AO or his

representative, or the appropriate Surface Managing



Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
I

have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and

with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian lands.

4



B. THIRTEEN POINT SURFACE USE PLAN

8. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-

structed or installed (including oil well pumpjacks) will be paint-

ed a flat, non-reflective, earthtone color to match the standard '

environmental colors, as determined by the Rocky Mountain 5 State

Interagency Committee. All facilities will be painted within 6

months of installation. Facilities required to comply with

0.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be sur-

rounded by a dike of sufficient capacity to contain 14 times the

storage capacity of the battery.

All site security guidelines identified in 43 CFR 3162.7 regula-

tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-

lease or off-lease will have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the

well location. The oil and gas meters will be calibrated in place

prior to any deliveries. Tests for meter accuracy will be conduc-

ted monthly for the first three months on new meter installations

and at least quarterly thereafter. The AO will be provided with a

date and time for the initial meter calibration and all future

meter proving schedules. A copy of the meter calibration reports

will be submitted to the Vernal District Office. All meter meas-

urement facilities will conform with the API standards for liquid

hydrocarbons and the AGA standard for natural gas measurement.

9. Source of Construction Material

Road surfacing and pad construction material will be obtained as

indicated in the APD.

The use of materials under BLM jurisdiction will conform to 43 CFR

3610.2-3.

10. Methods of Handling Waste Disposal

Burning will not be allowed. All trash must be contained and dis-

posed of by use of a trash cage during drilling operations and then

hauled away to an approved waste disposal facility.

Produced waste water will be confined to a lined pit for a period

not to exceed 90 days after initial production. During the 90 day

period, an application for approval of a permanent disposal



and location, alon8 with required water analysis, will be submitted

for the AO's approval. Failure to file an application within the

time allowed will be considered an incident of noncompliance, and
will be grounds for issuing a shut-in order.

11. Well Site Layout

The we11site layout is adequately described in the APD.

Reserve pits will be fenced with a wire mesh fence and topped with

at least one strand of barbed wire.

' 12. Plans for Restoration of Surface

Before any ditt work to restore the location takes place, the re-

serve pit must be completely dry and all cans, barrels, pipe, etc.

will be removed.

If the wellsite is to be abandoned, then all disturbed areas will

be recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the disturb-

ed areas.

Seed will be broadcast or drilled at a time specified by the BIA.

If broadcast, a harrow or some other implement will be dragged over

the seeded area to assure seed coverage.

13. Other Information

The location is in an antelope kidding area. From May 15 to July

20, no drilling or construction activity will be allowed so that

Laportant seasonal wildlife habitat may be protected. This limita-

tion does not apply to maintenance and operation of producing

wells. Any exceptions must be authorized in writing by the Re-

source Area Manager, Bookeliffs Resource Area.

There will be no deviation from the proposed drilling and/or workan

over program without prior approval from the AO. Safe drilling and

operating practices must be observed. All wells, whether drilling,

producing, suspended, or abandoned will be identified in accordance

with 43 CFR 3162.2.
• •

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for

approval for all changes of plans and other operations in accord-

ance with 43 CFR 3164.

This drilling permit will be valid for a period of one year from

the date of approval. After permit termination, a new application

will be filed for approval for any future drilling



(FNonvne
be

59,3, UNITFD STATES syy IN,,Tgige o Ep es
ureau N 1109080135

(Formerly 9-331) DEPARTMEN F THE INTERIOR Terse side) 5. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF$ND MANAGEMENT
U-0284A

SUNDRYNOTKES AND REPORTSON WELLS
O IF INDIAN. AI.I,0TTEE OB TRIBE NAME

(Iso not use this form for proposals to drill or to deepen or plug back to a diŒerent reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

7. UNIT AGREEMENT NAME

OIL M CAS
was.r. LJ weet. LE or==a CHAPITA WELLS UNIT

i. NAME OF OPERATOR 8. FARM Om LEASE NAME

BELCO DEVELOPMENTCORPORATION
3. ADDRESS OF OPERATOR O. WELL NO.

P.O. BOX X, VERNAL, UTAH 84078 242-22
4. LOCATION OF WELL (RepOrt IOcation clearly and in accordance with any State requiremente.• 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface

1450 ' FEL & 917 ' FSL SW/SE 11. BBC., T., E., M, OR 81.E. AND
BURVET OR AREA

SEC 22, T9S, R22E'
14. PERMIT NO. 15. BlÆVATIONS (Show whether or, RT, ca. etc.) 12. COUNTY om raalan 18. stars

43-047-31484 4986' NGL UINTAH UTAH

Check Appropriate Box To Indico.« Nature oFNotice, Report, or Other Data
NOTICE Or INTENTION TO: 80BBEQUENT REPORT 07:

TEST WATER BEUT-OFF PCLL OR ALTER C.4SING WATER BHUT-Orr REPAIRING WELL

FRACTURE TREAT 31ULTIPLE CO31PI.ETE FRACTraz TREATHENT ALTERING CAalNG

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONNENT*

REPAIR WELL CHANCE PLANs (Other)
(Nors: Report results of multiple completion on Wel

¯

(Other) --
Completion or Recompletion Report and Log form.)

17. ossearnE I·norosEu on cowPLETED OPERATIoNs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) •

This is to request that Sodium Bichromate be used to combat corrosion

on the subject well. It is proposed to allow the reserve pit to dry
and then be filled provided the following conditions are met:

1. The contents of the pit shall contain no more than
100 ppm chromates.

2. At the time the rig moves off, the reserve pit will
be fenced using a wire mesh with 1 strand barbed
wire at the top and tied to a fence post each 15' .

3. Pit will be lined with a black PVC liner 10 mils
thick.

RECEIVED
JUN 2 7 1984

DESION OF OIL

18. I hereby ee y that the foregoing is true and correct

SIGNED I TITLE DISTRICT ENGINEER pagg
6-22-84

(Thia space for Federal or State ofBee nae)

APPROVED BT TITLE DATE
CONDITIONS OF APPROVAL, IF ANY :

*SeeInstructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knoWingly and willfully to make to any department or agency of the
Uniteci States any false, fictitious or fraudulent statements or representations as to any matter within its



STATEOF UTAH Scott M. Matheson, GovernorO NATURALRESOURCES Temple A. Reynolds, Executive Director

Oil, Gas & Mining Liannek Nielson, Ph.D., Division Director

4241 State Office Building • Solt Lake City, UT84114 •801-533-5771

July 17, 1984

Belco Development Corporation
P.O. Box X
Vernal, Utah 84078

Gentlemen:

Re: Request to Use Sodium Bichromate in Drilling Fluids.

This office recently received Sundry Notices requesting
approval to utilize sodium bichromate to inhibit corrosion on the
following wells:

Chapita Wells Unit 240-16, Lease No. ML-3078
Chapita Wells Unit 241-16, Lease No. ML-3078
Chapita Wells Unit 239- 9, Lease No. U-0283A
Chapita Wells Unit 242-22, Lease No. U-0284A
Chapita Wells Unit 243-24, Lease No. U-0282

Chapita Wells Unit 244-25, Lease No. U-0285A -

White River Unit 46-9, Lease No. U-43915

It has been determined that approval cannot be granted for
the proposed action as stated on your Sundry Notice. Please note

that the use of sodium bichromate is not prohibited. However,
because of its toxicity even in small concentrations, the
handling and disposition of this substance must be carefully
controlled to avoid enviromental contamination.

Therefore, the utilization of sodium bichromate for the
listed wells can be allowed only if the operator complies
strictly with federal stipulations regarding the use of
chromium-based substances. Specifically, drilling fluids
containing sodium bichromate must be removed from all reserve
pits within 72 hours following the termination of drilling
operations and disposed of in appropriate hazardous waste
disposal sites. In addition, because the subject wells are
located on Ute Tribal land, Tribal regulations regarding disposal
of hazardous wastes are also applicable.

on equot opportunity employer• please recycle



?age 2
Belco Development
July 17, 1984

If you have further questions concerning this matter, please
do not hesitate to contact this office.

Sincerely,

ohn R. Baza
Petroleum Engineer

JRB/ sb
Et'iclosure
cc: D.R. Nielson, DOGM

R.J. Firth, DOGM
B.L.M. Vernal District Office

-



-- ,.s Water
#49-1288

DIVISIONOFOILGASANDMINING

SPUDDINGINFORMATION API #43-047-31484

M OFCWW: BELCO

WFllNAMFi CHAPITA WELLS 242-22

SECTION SWSE 22 TOWNSHIP es RANGE 22E COUNTY

DRIU_INGCONTRACTORRam Air Drilling

RIG#
SPUDDED:DATE 8-6-84

IIME 9:00 AM

ÑOW Dry Hole Spud

DRILLINGWILLCOMMENCFJ. B. Roden - Rig #5 - Approx. 9-7-84

REPORTEDBY KathY KnlldS n

IELEPHONEÑ 789-0790

DATE 8-7-84 SIGNFD



Form approved.

Form 31660-5 UNIED STATES BUBMIT IN TRIPE TE• Budget Bureau No. 1004-0135

ovem er91983
) DEPARTMEN F THE INTERIOR Jr'A'ate'd"" "° ' "

6. L.I.".",'..io,Ï,",o",','.,"I'AL WO.

BUREAU OF LAND MANAGEMENT
U-0284A

SUNDRYNOTKESAND REPORTSON WELLS
A IF INDIAN. ALLOTTEE 08 TRIBE WARE

(Ilo not use thin form for proposals to drill or to deepen or plug back to a diferent reservoir.
Use "APPLICATION FOR PERMIT--" for sueb proposals.)

7. UNIT AGREEMENT WAME

w'.iL
WAB.L

OTBER CHAPITA WELLS UNTT
2 NAME OF OPERATOR . PARM OR LEASE MAME

BELCO DEVELOPMENT CORPORATION
3. ADDRESS OF OPERATOR . WELL NO.

P.O. BOX X, VERNAL, UTAH 84078
._

242-22
4. a.ocaTaos or WELL (Report location clearly and in accordance with any State requiremente.• 10. FIELD AND POOL, 05 WILDCAT

See also space 17 below.)
At surface

1450' FEL & 917' FSL SW/SE 11. su ,r .,m.,oaar.a.ann

SEC 22, T9S, R22E

14. PEnntiT NO. 15. ELEVATIONs (Show whether or, sT, on, etc.) 12. coDETT om PAsian 18. araTE

43-047-31484 4986' NGL UINTAH UTAH

se CheckAppropriateBoxTo Indicate Natureof Notice,Report,or OtherData
NOTICE OF INTENTION TO: 80Ba-QURNT REPORT 07:

TEST WATER sacT-Orr PCLL OR ALTER CASING WATER BBOT-Orr BBPAIRINO WELL

PRACTURE TREAT 11ULTIPLE COMPI.ETE FRACTURE TREATMENT ALTERING CAalNO

BHOOT OR ACIDIzE ABANDON* BBOOTING OR ACIDiz!NG ABANDONNENT*

REPAIR WELL CHANGE PLANs (Other)

(Other) SPUD NOTICE m'p t on
Rreco

letio t n g
inorm.)

17. omsonsor l'ROl'OSED OR COi!PLETED OPERATIONE (Ûlearly state all PPrtiDPut details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all anarkers and sones perti-
nent to this work.) •

WELL WAS SPUDDED AT 9:00 A.M., 8-6-84 BY RAM AIR DRILLING. 17 1/2" HOLE
WAS DRILLED WITH AIR TO 220'. 13 3/8" 54.5# & 1 JT 48.0# K-55 CASING
WAS SET AT 212' AND CEMENTED TO SURFACE WITH 250 SX CLASS "G" CMT.

STATUS 8-13-84: WELL IS CURRENTLY WAITING ON ROTARY TOOLS. RECEIVED
AUG141984

DIVISJONOF OJLGAS & MINWO

NOTICE OF SPUD WAS CALLED TO MARGIE W/BLM AND ARLENE WITH STATE OF UTAH
ON 8-7-84.

iŠ. I bereb at the foregoing is true and correct

Sinw? / TITLE
DISTRICT ENGINEER 8-13-84

(This space for Federal or State omee nee)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL. IF ANY:

*SeeInstructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depanment or agency of the

United States any false, fictitious or fraudulent statements or representations as to any matter within its



Fonn 3t(>O-5 UNITED STATES sonnat w ratrucarr· "°6''' ""' N°· 1""*- 135

(Novernbri,1983) (Other tastrucator in y
Expires August 31. 1985

(formerly9-331) DEPARTMEl\ DF THE INTERIOR••r...se.> e..............,,,,.......a,

' BUREAU OF LANDMANAGEMENT U-0284A

SUNDRYNOTKESAND REPORTSON WELLS
"''''''"""°°"'"

tipo not ape this form for proposals to drill or to deepen er plus back to a titerest reservoir.
Use "APPL1CATION FOR PERMIT-" for such propuesta.)

. UNIT AOBEEMENT WAME

LO '.^.",L
OTHER CHAPITA WELLS UNIT

2 AME OF OPERATOR
A. WARM 08 LEASE WAME

BELCO DEVELOPMENT CORPORATION
à acDREsa or OPERATOR

O. WEI.L 80.

P.O. BOX X, VERNAL,UTAH 84078 242-22

4 Location or m Ex.t. (Report location clearly and in accorÔaber with any State requirements. 10. FIELD AWD POOL, on alLDCAT

See alun opner 17 below.)
at surface CWU - WASATCH

31. asc., T., a.. at. Da aux. AND

1450' FEL & 917' FSL SW/SE
SEC 22, T9S, R22E

14. Panasty me. 16. stavATaoNs (Sbow wbetber er, sT. on, etc ) 12. coDWTT om ramisa 18. araTE

43-047-31484 4986' NGL UINTAH UTAH

30 (AtCLApproprioteBoxTo indicoleNature of Notice,Report,or OtherData
WOTICE OF INTENTION TO : BOBBBQUENT BBPORT 07 :

X
TEST WATER BBUT-OFF POLL OR ALTER CASING WATER BROT4FF BBPAIRING WELL

FRACTURE TREAT MULTIPLE COMPI.ETL FRACTURE TREATHENT ALTERING CABING

BROOT OR ACIDIEE ABANDON* BBOOTING OR ACIDIEING ABAWOONMEWT*

atrAta wrLL CHANor PLAND (Other)
(NoTE: Report results of multiple eomÞ1etion on Wel

(Other) ompletion or Recolapletion Report and Log form.)

37 gestater :•norosto on conPLETED oPEnaTioNr (Clearly state all pertinent details, and give pertinent dates, including estimated gate of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and sones pertf-

nent to this work.) •

SURFACE CASING WILL BE 13 3/8", 48.0#H40 INSTEAD OF
13 3/8", 54.5#, K-55. BASED ON THIS CHANGE, IT IS
REQUESTED THAT THE BOP AND HYDRILL PRESSURE TESTS
BE REVISED TO 1200 PSI.

RECEIVED

AUG1 5 1984

MZ> DivlSIONOF OLL
HE SÌATE GAS & MINING

18 I hereby cer y that the foregoing is true and correct

SIGNED TITLE DISTRICT ENGINEER 8-14-84

(This space for Federal or State eSce ase)

APPROVED BT TITLE DATE

CONDITIONS OT APPROVAL, IF ANY :

*Seeinstructionson ReverseSide

Title 16 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to an) department or agency of the

Uniteò States any false, fictitious or fraudulent statements or representations as to any matter within its



Form 31(0-5 UNIF 9 STATES sosant m rawne Tr• Budget Bureau No- 1004-0135

vernr r
1) DEPARTMEN F THE INTERIOR Pr'. di structions

. LE 88
Dres UON

AN 88RIAL NO

BUREAU OF LAND MANAGEMENT U-0284A

SUNDRYNOTICESAND REPORTSON WELLS
o not use tbla form for proposals to drill or to deepen or plus back to a diferent reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals.)

BElco Development Corporation
3. ADDRESS OF OPERATOR

. WELL NO.

P.O. Box X, Vernal, Utah 84078 242-22
4 13CAÑOÑOP WELL (Report location clearly and in accordance with any State requiremente.• 10. FIELD AND POOL, OR WILDCAT

Su also space 17 below.) DMS ON OF OIL
1450 ' FEL & 917 ' FSL SW/SE GAS &MINING 11. ..c...........oa ar... x.»

soavaT om sama

SEC 22, T9S, R22E
14. PERMIT NO. 15. BIÆVATIONs (Show whether er, aT, on, etc.) 12. couxTI om rantaa 13. BTATE

43-047-31484 4986' NGL Uintah Utah

ic CheckAppropriofe BoxTo indicate Nature of Notice,Report,or OtherData
NOTICE OF INTENTION TO : SUBBBQUENT REPORT 07 :

TEST WATER BRUT-OFF PCLL OR ALTER CASING WATER BROT-OFF REPAIRING WELL

FRACTURE TREAT 31ULTIPLE COMPI.ETE FRACTURE TBEATHENT ALTERING CASINO

BROOT OR ACIDIZE ABANDON* BBOOTING OR ACIDIZING ABANDONNENT*

REPAIR WELL CHANGE PLANE (Other)
(NoTE: Report results of multiple completion on Wel

(Other) $Ïfifl19 RPPOTf -
Completion or Reconipletion Report and Log form.)

17 DEsv:Llor I•norosEn on coMPLETED OPERATioNr (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all anerkers and sones perti-

nent to this work.) *

STATUS 9-12-84: J. B. Roden Rig #5 spudded and 8 3/4" hole at 11:00 p.m. ,

9-3-84. Hole was reduced to 7 7/8" at 1777'. Currently
drilling is cont at 4434'.

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY :

*Seeinstructionson ReverseSide

Title 16 U.S.C. Section 1001, makes it c crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



RECEIVED ·

BelNorth SEP2 1 1984Petroleumcorporation
w. wora tor Amerie. DIVISiON OF OIL

GAS & MINING

September 20, 1984

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

SUBJECT: Well Completion Report
Chapita Wells Unit 242-22

Gentlemen:

Attached is the Completion Report for the above subject well

that was drilled to a total depth of 6497' and then plugged and
abandoned as a dry hole. Also attached is a Sundry Notice reporting
the cement plugs and the depth at which they were set. The area
will be rehabilitated as per BLM specifics.

Very truly yours,

Kathy Knutson
Engineering Clerk

/kk
attachments

cc: Division of Oil, Gas & Mining
Houston
Denver
Files

PO Box X Vernal, Utah 84078 Telephone (801)



Form 9-33,0
(Rev. 5-64) UNL ID STATES SUBMIT IN DUPLIC. * Form approved.

(Seeokin- Budget Bureau No. 42-R355.5.

DEPARTMENT OF THE INTERIOR y¿=to=sd 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-0284A

WELL COMPLETIONOR RECOMPLETIONREPORTAND LOG * 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

la. TYPE OF WELL: 011. GAs
WELL WELL DRT Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: CHAPITA WELLS UNIT
EL

OWORRK EP- DIESVa.
Other P A T. FAnn on I.EASE NAME

2. NAME OF OPERATOR

BELCO DEVELOPMENT CORPORATION 9. WELI. NO.

242-22
P.O. BOX X, VERNAL, UTAH 84078 lo. FIELD AND P OL, OR WILDCAT

4. LOCATION OF WELL (R€pOff lOCGil0% ClfGily gud in GCCOrdanCB SOfth Ong Ñ$a ir €Nie

At SUrface 11. SEC., T., R., M., OR ŠLOCK AND BURVET

1450' FEL & 917 FSL SW/SE OR AREA

At top prod. interval reported below
DIVISION OF OIL SEC 22 T9S R22E

At total depth GAS & MINING ' '
14.PERMIT NO. DATE ISSUED 12.COUNTY OR 13.BTATE

PARISH43-047-31484 5-29-84 UINTAH UTAH
15. DATE SPUDDED 16. DATE T.D. REACHED 1Î. DATE COMPL. (R$Ody $0 pf0d.) 18. ELEVATIONB (DF, REB, BT, GR, ETC.)e 19. ELEV. CABINGHEAD

8-6-84 (dry) 9-18-84 N/A 4986' NGL
20. TOTAL DEPTH. ED & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANT* DRILLED BY

6497 0 ' | ALL
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)• 25. WAS DIRECTIONAL

SURVEY MADE

N/A NO

26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

DUAL GUARD LOG, FDC-CNL NO
28. CASING RECORD (Report an strings set in toell)

CASINO SIZE WEIGHT, LE./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

13 3/8" 54 5# 212.00' 17 1/4" 250 sx cmt none

I
29. LINER RECORD 30. TUBING RECORD

812E TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH BET (MD) PACKER SE (
N/A N/A

1. PERFORATION RECOED (Interval, size and number) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

N/A DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

N/A

83.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtoing, 988 Uff, pNmping BiZO Gnd type Of pump) WELL STATUS (Prod¾cing 07

shut4n)
N/A PLUG & ABANDONED

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIIr--BBL. GAS-MCF. WATER---BBL. GAS-OIL RATIO
TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS-MCF. WATER-BBL. OIL GRAVITT-API (CORB.)
24-ROUR RATE

I

$4. DIsPOSITION OF GAS (ÑOld, Waed for fuel, UBated, etc.) TEST WITNESSED BY

85. LIST OF ATTACEMENTS

86. I hereby c that the foregoing and attached information is complete and correct as determined from all available records

SIGNED TITLE / / MY DATE

*(SeeInstructionsand SpacesforAdditionalData on Reverse
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